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Comunitation cable PIN 4、5

Voltage Range:120V-500V

PV Type: Independent

4MPPT

After the battery is connected, 
turn on BAT SWITCH

Independant

Parallel

Constant Voltage

System settings

PV Type Grid Export Limit 8000 W

Grid Selling current 34.8 A

If the communication is unsuccessful, 
the lithium battery cannot work properly.
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CT-L1 clip the L1 phase of the power 
grid, and CT-L2 clip the L2 phase of 
thepower grid. 

CT arrow direction points to the 
power grid.

If the connection is wrong, the 
inverter will not work properly.

①Grid Settings: Inverter default option is 
120/240V Split Phase

②American Standard Classification:
Effective only when the grid Standard is 
America, American Standard Classification 
for multiple regions of America is provided.

Only when users selected “Disable”, the three 
work modes (Self Consumption, Peak Shift, 
battery priority) take effect. When the user 
selects the advanced mode , the three work-
ing modes (Self Consumption, Peak Shift, 
battery priority) are invalid.

This interface is used to select Grid standard. 
Users can set and switch grid standards ac-
cording to their needs.

Custom50Hz/60Hz: Customize grid Settings.

Grid standard

Australia

Britain

The Philippines

Thailand

Poland

ltaly

Australia Wes New Zealand

South Korea

America

Custom50HZ

Germany

Jamaica

Pakistan

China

South Africa

EN50549

Custom60HZ

Grid settings

American standard classificatlon

single Phase

120/240V split

UL1741&IEEE1547.202

120/208V split

SRD-UL1741 1.0

UL1741 SBRule21

Heco 2.0UL1741 SA

Puerto Rico

Gen set

Start SOC 20

30

%

Charge Current

Stop SOC 90 %

WA

h

Gen Power 8000

hMax Operating 10.0Cooling Time 2.0

Gen Enable

Gen Manual start/stop

Gen Charge Enable

Gen Connect To Grid

Gen Auto start/stop

System setting
Basic Mode

Self Consumption
Peak shift

Batt Priority

Homeload EN

Peak Shift Time

Sell Enable

Advanced Mode

Disable
Sell First Mode

Limit Consumpfion

Zero Export

Advanced settings


